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(9) Observe effluent treatment facili-
ties frequently enough to detect pos-
sible system upsets that could cause a 
discharge as described in § 112.1(b). 

(10) Promptly correct visible dis-
charges which result in a loss of oil 
from the container, including but not 
limited to seams, gaskets, piping, 
pumps, valves, rivets, and bolts. You 
must promptly remove any accumula-
tions of oil in diked areas. 

(11) Position or locate mobile or port-
able oil storage containers to prevent a 
discharge as described in § 112.1(b). Ex-
cept for mobile refuelers and other 
non-transportation-related tank 
trucks, you must furnish a secondary 
means of containment, such as a dike 
or catchment basin, sufficient to con-
tain the capacity of the largest single 
compartment or container with suffi-
cient freeboard to contain precipita-
tion. 

(d) Facility transfer operations, pump-
ing, and facility process. (1) Provide bur-
ied piping that is installed or replaced 
on or after August 16, 2002, with a pro-
tective wrapping and coating. You 
must also cathodically protect such 
buried piping installations or otherwise 
satisfy the corrosion protection stand-
ards for piping in part 280 of this chap-
ter or a State program approved under 
part 281 of this chapter. If a section of 
buried line is exposed for any reason, 
you must carefully inspect it for dete-
rioration. If you find corrosion damage, 
you must undertake additional exam-
ination and corrective action as indi-
cated by the magnitude of the damage. 

(2) Cap or blank-flange the terminal 
connection at the transfer point and 
mark it as to origin when piping is not 
in service or is in standby service for 
an extended time. 

(3) Properly design pipe supports to 
minimize abrasion and corrosion and 
allow for expansion and contraction. 

(4) Regularly inspect all aboveground 
valves, piping, and appurtenances. Dur-
ing the inspection you must assess the 
general condition of items, such as 
flange joints, expansion joints, valve 
glands and bodies, catch pans, pipeline 
supports, locking of valves, and metal 
surfaces. You must also conduct integ-
rity and leak testing of buried piping 
at the time of installation, modifica-

tion, construction, relocation, or re-
placement. 

(5) Warn all vehicles entering the fa-
cility to be sure that no vehicle will 
endanger aboveground piping or other 
oil transfer operations. 

[67 FR 57149, July 17, 2002, as amended at 71 
FR 77293, Dec. 26, 2006; 73 FR 74305, Dec. 5, 
2008] 

§§ 112.13–112.15 [Reserved] 

Subpart D—Response 
Requirements 

§ 112.20 Facility response plans. 

(a) The owner or operator of any non- 
transportation-related onshore facility 
that, because of its location, could rea-
sonably be expected to cause substan-
tial harm to the environment by dis-
charging oil into or on the navigable 
waters or adjoining shorelines shall 
prepare and submit a facility response 
plan to the Regional Administrator, 
according to the following provisions: 

(1) For the owner or operator of a fa-
cility in operation on or before Feb-
ruary 18, 1993 who is required to pre-
pare and submit a response plan under 
33 U.S.C. 1321(j)(5), the Oil Pollution 
Act of 1990 (Pub. L. 101–380, 33 U.S.C. 
2701 et seq.) requires the submission of 
a response plan that satisfies the re-
quirements of 33 U.S.C. 1321(j)(5) no 
later than February 18, 1993. 

(i) The owner or operator of an exist-
ing facility that was in operation on or 
before February 18, 1993 who submitted 
a response plan by February 18, 1993 
shall revise the response plan to satisfy 
the requirements of this section and re-
submit the response plan or updated 
portions of the response plan to the Re-
gional Administrator by February 18, 
1995. 

(ii) The owner or operator of an exist-
ing facility in operation on or before 
February 18, 1993 who failed to submit 
a response plan by February 18, 1993 
shall prepare and submit a response 
plan that satisfies the requirements of 
this section to the Regional Adminis-
trator before August 30, 1994. 

(2) The owner or operator of a facility 
in operation on or after August 30, 1994 
that satisfies the criteria in paragraph 
(f)(1) of this section or that is notified 
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